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System Overview 

The Rainwater Harvesting Garden System is designed to collect water from the roof, filter 

and store it, then use it for garden watering and car washing.  

The Rainwater Harvesting System is totally automatic. Water from the roof is stored 

underground and with drop in pressure demand, pumped to any outlets that are connected 

to it.  The Rainwater Harvesting System is made up of some Key components that are shown 

below. 

 

Key Components 

 

 

 

 

 

 

 

  

1. Lockable cover 

3. High Quality Submersible 

pump BlueRain 

2. Fine Filter 

Basket 

F-Line Tank – 25-year 

Guarantee 



 

1. The Lockable Cover 

For general safety, the Rainwater system is fitted with a lockable cover. You will need a 17mm 

socket set to open the locks on the cover.  

 

 

 

 

2. Filter Basket  

 

 

 

At least once a year we would recommend cleaning the filter basket by removing and 

washing it through, this will ensure the maximum clean water collection. Each site has 

different surroundings and if it is noted that there is a possibility of tree leaves or particles 

filling up the filter basket (e.g. pine tree needles/spikes) then this may require a more 

frequent examination and cleaning. 

 

  

 



 

 

 

3. The Submersible Pump BlueRain 

 

 

 

 

 

 

 

The BlueRain Submersible pump is a fully automated clean water pump, located near the floor of 

your rainwater tank and should ideally be in an upright position. The pump switches on 

automatically when water withdrawal is open (pressure drop) and switches off when closing the 

withdrawal place (if there is no more flow). 

Technical Data: 

3 stage rotary pump 

 15 m electric cable 

 1“ IT pressure socket 

 height: 480 mm 

 diameter: 150 mm 

 900 W 

 delivery volume max. 5.7 m³/h 

 delivery height max. 36 m (= 3.6 bar) 

 

Note: 

The pump has to be installed hanging approximately 20 cm above the bottom of the tank to avoid 

sucking the water from below. Also the pump could get damaged by sucking sediment. 

Further is to be followed:  

That the pipe between pump and withdrawal has to be 100% water tight.  Leakages can lead to 

damages in the pump when the pump activates because of a pressure drop in the pipes and starts 

over and over again. 

Guarantee:  2 years from delivery date 

 

  



Overview  

In summary, the system is fully automated and should give years of trouble free use.  

Maintenance  

Once a year we would recommend cleaning the filter as described in detail above, to ensure 

the system doesn’t get clogged and the maximum water collection is assured.  

An inspection of the cover and tank internals is also recommended. The water level should 

be noted and also the condition of the water. The position of the pump should also be 

verified. 

Caution!   

Care must be taken if entering the tank. Owls Hall Environmental cannot be held liable for 

any injuries caused.  


